NONEL® Starter Gun

Description
The NONEL® Starter Gun is a simple and highly effective hand held blasting machine, robustly constructed from metal alloys and stainless steel. It has an integral safety device and uses Shot Shell Primers No. 20 as primer caps. It is a complete blasting machine, no other equipment being needed to initiate a NONEL tube.

Safe handling, transportation and storage

First Aid – This product is manufactured from inert material.

Safety – The device itself is non-explosive, however, it is designed for use with explosives which are classified as dangerous goods and these can cause personal injury and damage to property if used incorrectly.

Transportation and Storage – There are no specific storage requirements or constraints other than those associated with any electronic device.

Product Disclaimer  The explosive products discussed in this document should only be handled by persons with the appropriate technical skills, training and licences. While Dyno Nobel has made every effort to ensure the information in this document is correct, every user is responsible for understanding the safe and correct use of the products. If you need specific technical advice or have any questions, you should contact your Dyno Nobel representative. This information is provided without any warranty, express or implied, regarding its correctness or accuracy and, to the maximum extent permitted by law, Dyno Nobel expressly disclaims any and all liability arising from the use of this document or the information contained herein. It is solely the responsibility of the user to make enquiries, obtain advice and determine the safe conditions for use of the products referred to herein and the user assumes liability for any loss, damage, expense or cost resulting from such use. © DYNO, GROUNDBREAKING PERFORMANCE, NONEL and the Explosion device are registered trademarks of the Dyno Nobel / Incitec Pivot Group. © Dyno Nobel Asia Pacific Pty Limited 2017. Reproduction without permission strictly prohibited.